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• Press the right throttle lever forward to move forward. The 

further forward you press the lever the higher the speed. The

maximum speed will be the speed that you preset with the 

speed control, max. 6 km/h. Release the lever and you will 

slow down gently. Practice these manoeuvres until you are 

comfortable with them.

• Steering is simple and it is exactly like a bicycle in that you 

turn the handlebars in the direction in which you wish to 

move. Make sure you leave a clearance when moving in a 

curve to allow the back wheels to follow the path of front 

wheels and do not turn too tightly.

• Be cautious when reversing. Make sure that the speed is set 

to low before reversing. Please remember that when rever-

sing you will have to steer in the opposite direction. This will

take some practice. Try it first on a wide, level area.

Please note that for safety reasons the speed of the

scooter when reversing is only half of the forward

speed.

• When you travel through a tight curve, first turn the handle

bars before accelerating. Always approach corners and ob-

stacles in a wide curve and travel slowly and with caution.

Fig. 13

Fig. 14

4.3 Driving the scooter



Paseo /

Rapid 2 

Bischoff & Bischoff GmbH • 04.05.2011 19

E
n

g
li
s
h

4.4 Pushing the scooter

If you need to push the scooter in some situations, you will

have to unlock the brakes. It is easy to push the scooter with

the brakes unlocked. 

Caution! The electro-mechanical brake will not

operate.

• Pull the unlocking lever upwards.

• A small jerk will indicate that the drives are now unlocked.

• To lock the brakes simply push the lever down, and it will

automatically lock. For safety reasons the motor drive is 

locked when the scooter is unlocked for pushing.

For safety reasons the motor drive is locked

when the scooter is unlocked for pushing.

Caution! Danger of fatal injury!

The drives must only be unlocked on an even

surface. Fig. 15
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5. Technical Data

Dimensions and weights

Max. load capacity (kg): 120

Seat width (cm): 48 

Seat height from foot rest (cm): 40 / 43 / 46 

Seat back height (cm): 47

Seat back angle (°): can be limited to 105, 120, 135, 150 

Overall length (cm): 132 

Overall width (cm): 61

Unloaded weight (kg): 97,5

Tyres

Drive wheels (mm): ø 260 x 85  (3.5 bar)

Steering wheels (mm): ø 260 x 85  (3.5 bar)

Electrical system

Main fuse (A): 50

Battery: 2 x 12V / 40Ah (Gel)

Battery charger: 24VDC / 4A 

Motor: DC 24 V / PEAK 350 W

Controller: P&G Solo 110 A

Lights and indicators: as required by German traffic regulations

Driving characteristics

Speed (km/h): 6 (Standard), 10 (optional)

Climbing capacity (°): 12

Obstacle height(mm): 40

Range (km): 35

Turning circle (cm): 122

Equipment

Frame: powder-coated steel frame

Panels: plastic

Seat with head rest: synthetic leather

Brakes:  2 independent braking systems as 

required by German traffic regulations
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6. Care instructions for

the user

6.1 Cleaning and disinfection

Make sure that the scooter is switched off before starting to

clean it. 

• The frame components and panels of the scooter can be 

wiped with a moist cloth. Use a mild cleaning agent it they 

are very dirty

• The wheels can be cleaned with a moist brush with plastic 

bristles (do not use a wire brush)

• Use a moist cloth to clean the seat, the back rest, the head 

rest and the arm rests from dust and minor dirt. Do not use 

aggressive cleaning agents, because they may attack the 

surface of the synthetic leather. The upholstery can be 

cleaned with warm water at about 40 °C and can be disin-

fected with a standard disinfectant.

• Please note that electrical and electronic components must 

not come into contact with water unnecessarily

Caution! Do not use a pressure cleaner or a

steam cleaner.
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6.2. Checking the

brake system

The drum brake can be used for braking and parking when the

scooter is pushed.

• To lock the brake simply pull the brake lever and push the 

locking lever upwards.

• To release the parking brake, just pull the brake lever briefly. 

(This will release the lock.)

For an optimum braking effect the braking force is adjusted

with the adjustment screw. The braking force is increased by

unscrewing the adjustment screw and reduced by screwing it in.

6.2.1 Motor brake

Every time you use the scooter check that the brake system

operates. Start up slowly and then release the brake lever. The

scooter must come to a stop in the normal manner. When stopped

the electromagnetic brake must lock with an audible click. If

you detect abnormal braking behaviour, contact your dealer

immediately and do not use the scooter.

6.2.2 Drum brake

Fig. 16

The motor brake operates correctly if you cannot move the

scooter when it is switched off. 

However, if it can be moved, the electromagnetic brake is

faulty. Do not use the scooter in these circumstances. Contact

your dealer immediately.
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6.3 Lighting system

Every time you use the scooter check that the lighting system,

indicators and horn operate correctly. 

If one of the above items does not respond to the switch when

it is actuated, inform your dealer immediately and do not use

the wheelchair.

• To adjust the drum brake set the scooter in push mode, 

remove the seat and the rear cover and tilt it to the side so 

the brake points up.

• Unscrew the adjustment screw until you can hear friction as 

the wheel rotates.

• Screw in the adjustment screw until you can no longer hear 

the noise. The wheel will rotate freely.

• Once the adjustment has been made, lock the adjustment 

screw by tightening the locknut.

Fig. 17

6.4 Battery

Your scooter is fitted with maintenance-free gel batteries. It is

not necessary to check fluid levels and they are electronically

protected against deep discharge. 

If your scooter is not used for an extended period, the charger

should be connected about every two months to prevent da-

mage to the batteries by deep discharge.

Every time you use the scooter check the battery charge on the

battery status display on the control panel. If the display

shows red significantly longer than green, do not travel long

distances and connect the battery charger to the scooter as

soon as possible. 

The battery status indicator also shows information on the charge.

We recommend charging the battery every time the scooter is

used. 
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Charging for the first time:

To charge the batteries to their maximum capacity proceed as follows:

• Discharge the factory-charged batteries until the LED display 
shows two bars.

• Charge the batteries as described below (approx. 16 h).

• Discharge the batteries again to two bars on the LED indicator.

• Finally charge the batteries as described.

Use only approved battery chargers to charge the batteries (see
Technical Data). See the instructions for use for the battery charger.

• Before switching on the battery charger, check that the power 
supply is 230V. 

• Switch off the scooter first.

• Connect the battery charger to the scooter. The charging jack is
on the side of the steering column and is covered with a cap 
(unscrew) for protection.

• Plug the mains plug of the battery charger into the mains soc-
ket (230 V) and switch on the charger.

• The charge indicator of the battery charger shows the status of 
the charging process. 

Red – battery charger is switched on 
Yellow – charging
Green – charging completed (batteries charged)

• Pull out the mains plug when charging is complete and discon-
nect the battery charger from the scooter.

Be very careful when working on the batteries. Do not use metal

tools, do not touch the battery terminals and follow the battery

manufacturer's instructions.

Caution! This work should only be done by a trai-

ned technician. There is danger of fatal injury.

6.4.1  Charging

Fig. 18

Fig. 19

6.4.2 Replacing batteries
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Fig. 20

Use only batteries that are approved for this scooter

(see Technical Data).

Make sure that the scooter is switched off before starting to

replace the batteries.

• First remove the seat and the back cover.

• Switch off the scooter first.

• Loosen the handwheel and remove the retainer.

• Disconnect the cable (plug contact) to the batteries on the 

right and left.

When the batteries have reached the end of their

life, i.e. cannot be sufficiently charged any more,

they must not be disposed off with household

rubbish. Old batteries are taken by the dealer

when new batteries are purchased and disposed

of correctly.

Fig. 217. Maintenance instructions

for dealers

We recommend a complete inspection of the scooter once a

year by the dealer.

If the scooter develops any faults or defects it must be repaired

by the dealer immediately. 

The information, documentation and circuit diagrams required

for repair and maintenance of the scooter will be supplied on

request. A training program is available for dealers.

B+B customer service is available to answer questions at 

+ 49 700/6000 7070.
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The warranty covers all defects of the scooter that can be con-

firmed to be the result of material or manufacturing defects.

If you make a claim under the warranty, please submit the

completed warranty certificate with the claim.  

Caution! Non-observance of the operating manual

and incorrectly performed  maintenance work

and particularly technical modifications and

additions (attachments) done without the

approval of Bischoff & Bischoff will result in the

cancellation of the warranty and any general

product liability. 

Our scooters come with a warranty of five years for the frame

components. All other components are guaranteed for two years.

26

Our customer service will supply a service schedule on request.

If your scooter is no longer used and is to be

discarded, please contact your dealer. If you wish

to dispose of the scooter yourself, contact local

disposal companies for the disposal regulations

of your area.

8. Disposal

The scooter must be inspected in accordance with the

service schedule and must be free from faults.

9. Transfer of the scooter

When transferring the scooter to another own, please remember

to give the new owner all technical documentation required for

safe operation.

The wheelchair must be inspected in accordance with

the service schedule and must be free from faults.

10. Maintenance
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Model name: Paseo /Radid 2

Serial number:*

(to be entered by dealer)

Dealer:

Date and stamp

* See the side frame for information stickers

Warranty certificate
(Please note our general business terms and conditions)
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